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Silicone Wiper Blade

Before installing I)1/our wiper blade, identify your wiper arm type in the images provided in these
instructions or those on the back of the packaging and match it to the corresponding adaptor.

The illustrations below shows how to install your EDGE™ Silicone Wiper Blade.

Prior fo installafion remove the protective end caps and the wiper blade cover.

For optimal performance of the Armor AlI™ EDGE™ Silicone Wiper Blade, follow the steps below.

1. Prior to installing your wipers, clean your windshield thoroughly.
1 Tablespoon of gukin soda
1 Teaspoon of dishwusﬁing liquid
4 cups of water

Mix the ingredients together and use a soft cloth to wipe down the windshield with the dleaning solution.

Rinse thoroughly fo remove any excess solution.

2. |dentify your wiper arm type in the images provided in these instructions or those on the back of the
packaging.

3. Make sure the wiper frame and adaptor fit securely to the vehicle’s wiper arm.

4. Prior to operating your vehicle, run your newly installed wipers across the windshield several fimes.

If you need help with installation or have questions or comments, please call Jamak foll free:
1-800-517-7600

*2 Year Limited Warranty: Jamak warrants Armor AI™ Edge™ to e free from
defects in materials and workmanship under normal use for a period of 2 years from the date
of purchase. This warranty specifically excludes damage resulfing from acts of nature, misuse
abuse, Ine lect, alteration, modification and improper installation. No other warranty is expresseﬂ
or implied.

Important: Extreme weather conditions may result in streaking on the windshield

Note: When using adapter #1, make sure to
remove the base.

Adapter 3
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