Installation Instructions

" [EDGIE

Silicone Wiper Blade

Before installing Kour wiper blade, identify your wiper arm type in the images provided in these
instructions or those on the back of the packaging and match it to the corresponding adaptor.

The illustrations helow shows how to install your EDGE™ Silicone Wiper Blade.

Prior fo installation remove the protective end caps and the wiper blade cover.

For optimal performance of the Armor A™ EDGE™ Silicone Wiper Blade, follow the steps below.

1. Prior to installing your wipers, clean your windshield thoroughly.
1 Tablespoon of ﬁukin soda
1 Teaspoon of dishwashing liquid
4 cups of water
Mix the ingredients together and use a soft cloth o wipe down the windshield with the cleaning solufion.
Rinse thoroughly to remove any excess solution.
2. |dentify your wiper arm type in the images provided in these instructions or those on the back of the

packaging.
3. Make sure the wiper frame and adaptor fit securely to the vehicle’s wiper arm.
4. Prior to operating your vehicle, run your newly installed wipers across the windshield several fimes.

If you need help with installafion or have quesfions or comments, please call Jamak toll free:

1-800-517-7600

*2 Year Limited Warranty: Jamak warrants Armor AI™ Edge™ to be free from
defects in materials and workmanship under normal use for a period of 2 years from the date
of purchase. This warranty specifically excludes domage resulting from acts of nature, misuse,
uhuse,lne lect, alteration, modification and improper installation. No other warranty is expressed
or implied.

Important: Extreme weather conditions may result in streaking on the windshield
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HOOK ARM

To remove:

1. Lift Wiper arm

2. Push hard on the button on the front on the adapter (Arrow 1)

3. Push frame down towards the car so that the arm goes through the frame
4. Lift up and pull the wiper off (Arrow 2)

Adapter E-3
(Pre-Installed)

Front

To install:

1. With arrow facing up ift cover (Pic.1)

2. Insert hook arm into adapter opening (Pic.2)

3. Pull wiper onto the hook arm until it “CLICKS” into place around the adapter (Pic.3)

PIN ARM

To remove:

1. Lift clip to release the blade, or for “Spring” attached wiper
frame use a flat head screwdriver and place into the gap on top
of the wiper frame. Press down to release the pin. (Arrow 1)

2. If the spring is not visible place a flat head screwdriver between
the wiper Prume and the wiper arm approximately 1/2” from ~ N>
pin. Rotate the screwdriver clockwise o pop the wiper frame off
(Arrow 2)

3. If you have a “star shaped washer” with two prongs protruding
from the side of the wiper frame, use needle nose pliers to squeeze
the prongs together which will release the blade (Arrow 3)

Adapter E-3
(Pre-Installed)

To install:

1. Pivot the adapter E3 up and slide wiper onfo pin. Adjust groove in adapter to match groove
in pin. (Pic.1)

2. Press down on adapter until it “CLICKS” into place. (Pic.2)

Note: The adapter is pre-installed to fit pin arm applications. If your pin arm does not fit,
remove the adapter and rotate it before re-attaching.
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To remove:

1. Lift wiper arm

2. Push lever on underside of adapter

away from wiper arm (Arrow 1)

3. Pull wiper off arm (Arrow 2)
=
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Adapter E-3
(Pre-Installed)

To install:
Insert bayonet arm into the adapter slot
until it “CLICKS” into place (Pic.1)
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