INSTALLATION INSTRUCTIONS

~ Premium

WIPER BLADE

The illustrations below show how to install your Premium Wipers.
Match your wiper arm to those below and follow the corresponding
instructions. YOU SHOULD HAVE THE ADAPTERS NEEDED TO
INSTALL WIPERS ON YOUR PARTICULAR VEHICLE.

If you need help with installation or have questions or comments, please
call toll free:1-800-517-7600
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TO REMOVE:

1. Lift Wiper Arm,

2. Push hard on the button on the front of adapter. (Arrow 1)
3. Push frame down towards the car so that the arm goes through the frame.
4. Lift up and pull the wiper frame off. (Arrow 2)

ADAPTER E-3
(PRE-INSTALLED)

TO INSTALL: <X
1. With adapter facing front, insert hook arm through the top of the 2
wiper frame and around the adapter. (Arrow 1)
2. Pull wiper frame onto the hook arm unfil it “CLICKS” into place
around the adapter. (Arrow 2)

TO REMOVE:

1. Lift wiper arm.

2. Push lever on underside of adapter away
from wiper arm. (arrow 1)

3. Pull wiper off of arm. (arrow 2)

PRE-INSTALLED)

TO INSTALL:
1. Insert bayonet arm into the adapter slot
until it “CLICKS” into place. (picture 1)

PIN ARM

TO REMOVE:

1. Lift “Clip” to release the blade, or for “Spring” attached wiper 1
frame use a flat head screwdriver and pﬁlce into the gap on
top of the wiper frame. Press down to release the pin. (Arrow1) 2

2. If the “Spring” is not visible, place a flat head screwdriver
between the wiper frame umr the wiper arm ~

approximately 1/2” from pin. Rotate the screwdriver <
clockwise to pop the wiper frame off. (Arrow 2)
3. If you have a “Star shaped washer” with two prongs
protruding from the side of the wiﬁer frame, use needle nose
pliers to squeeze the prongs toget
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er which will release the blade. (Arrow 3)

ADAPTER E-3
(PRE-INSTALLED)

TO INSTALL:

1. The adapter is pre installed to fit 1/4” pin arms. If pin arm is 1/4” proceed to step 3. If your
pin arm is 3/16" remove the adapter as shown and engage the 3/16” slot. (Picture 1).

2. lick the arch of the adapter onto the crosshar. (Picture 2)

3. Swivel the adapter up and slide wiper frame onto pin. Adjust groove in adapter to match groove
in pin. (Picture 3)

4. Press down on adapter until it “CLICKS" into place. (Picture 4)







